
CGA 160
1/8"-27 NGT-RH-INT

CGA 165
.4375"-20 UNF-2A-EXT (1/4" SAE FLARE)

CGA 170
.5625"-18 UNF-2A-RH-EXT

CGA 180
.625"-18 UNF-2A-RH-EXT

CGA 240
3/8"-18 NGT-RH-INT

CGA 296
.803"-14 UNS-2B-RH-INT
(BULLET NIPPLE)

CGA 300
.825"-14 NGO-RH-EXT (CONICAL NIPPLE)

CGA 320
.825"-14 NGO-RH-EXT (FLAT NIPPLE)

CGA 326
.825"-14 NGO-RH-EXT
(SMALL ROUND NIPPLE)

CGA 330
.825"-14 NGO-LH-EXT (FLAT NIPPLE)

CGA 346
.825"-14 NGO-RH-EXT 
(LARGE ROUND NIPPLE)

CGA 347
.825"-14 NGO-RH-EXT 
(LONG ROUND NIPPLE)

CGA 350
.825"-14 NGO-LH-EXT (ROUND NIPPLE)

CGA 500
.885"-14 NGO-RH-INT (BULLET NIPPLE)

CGA 510
.885"-14 NGO-LH-INT 

CGA 540
.903"-14 NGO-RH-EXT 

CGA 580
.965"-14 NGO-RH-INT

CGA 590
.965"-14 NGO-LH-INT

CGA 660
1.030"-14 NGO-RH-EXT
(FACE WASHER) 

CGA 670
1.030"-14 NGO-LH-EXT 
(FACE WASHER)

CGA 677
1.030"-14 NGO-LH-EXT
(ROUND NIPPLE)

CGA 678
1.030"-14 NGO-LH-EXT
(RECESSED WASHER)

CGA 679
1.030"-14 NGO-LH-EXT
(TIPPED NIPPLE) 

CGA 680
1.045"-14 NGO-RH-INT

CGA 695
1.045"-14 NGO-LH-INT

CGA 703
1.125"-14 NGO-LH-INT

CGA 705
1.125"-14 UNS-2A-RH-EXT
(FACE WASHER) 

CGA 973
PIN-INDEXED YOKE, PINS 11-24
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